Indian
Roadmaster 2015-up

These steps are guidelines to help you install your new Mustang
product. If you need further assistance, please call us at 800‐243‐1392
or 413‐668‐1100, Monday through Friday 9:00 ‐ 5:30 Eastern or send
an e‐mail to questions@mustangseats.com or visit our website at
www.mustangseats.com.

Passenger Armrest

Hardware:

Stock bolts
¼”‐20 x 1” chrome Phillips screw x 4
Chrome washer x 4
Pressure plug x 4

Tools needed:

Phillips screwdriver
4mm Allen wrench
6mm Allen wrench

For care and maintenance of our seats, please go to our website
under "Support".
Refers to part numbers: 76021, 76022, 76023, 76024

Removal of Stock Armrest:
1. Open the trunk and remove the trunk liner.

2. Locate the eight bolts mounting the armrest to the trunk.
Remove these with a 6mm Allen wrench. This will disconnect
the two support cables.
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3. Locate the three bolts mounting the lumbar support pad to the trunk.
Remove these with a 6mm Allen wrench.

4. If replacing the side panels as well, locate and remove the three bolts
mounting the pads to the swivel base using a 4mm Allen wrench.
Installation of Mustang Armrest:
1. Position the lumbar support pad in front of the trunk, and, using a
6mm Allen wrench, secure to trunk using the three stock bolts.

®
3. Insert the four pressure plugs into the unused
trunk holes. Re‐install
Harley-Davidson
the trunk liner.
FL Touring 2008-2014
One-piece Seat

4. If mounting the side pads, position the pads on the swivel bases and,
using a 4mm Allen wrench, secure with stock bolts.

Enjoy the comfort and custom look of your new Mustang accessory!

2. Position the armrest in front of the trunk. Use the four supplied 1/4"‐
20 x 1" Phillips screws and washers to mount the armrest to the trunk.
Reconnect the support cables with two of these screws.
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